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Bis zu neun
Ballen in einem!

2,70 m

0,3 - 1,35 m
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KRONE-MultiBale
Small bales within a large bale

  Up to 9 single bales in one large bale

  Bale lengths as required: from 0.30 m to 1.35 m (1' to 4'5")

  Simple handling with small bales

  BiG performance in the field: Easy handling on the farm

During operation the driver sets the required small bale 
on the control panel in the tractor cab. The bale length 
of the small bales can be set continuously from 45 cm 
(1'6") to 135 cm (4'5") on the control terminal of the 

Comfort controller. The smaller single bales are bound 
by two strings, the entire bale by four strings.  Naturally 
you can also work with conventional full size single 
bales, all tied with six strings. 

Large becomes small
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Up to nine bales 
in one!
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1. Two or six knots:
The twin string guide of the upper and lower needles the 
double knotter makes it possible. The knotter will only 
work when it is fed with twine. In forming multiple bales the 
needles of string 1, 3, 4, 6 are not swung into the knotter 
system therefore it will not tied off the strings, but when a 
needle is present in knotter 2 & 5 it will tie off a knot. Means 
when no needle is in the knotter it is inactive.

2. The KRONE MultiBale capability is achieved with a 
divided needle yoke:
The two needle yokes are coupled or uncoupled by a con-
trolled latch. This can be activated and monitored from the 
tractor seat.

3. Two strings for the small bale:
Each small bale is tied by two knotters. The two strings 
securely hold the small bales in shape for  further transport 
and distribution. 

4. Six twines for the entire bale:
With the MultiBale, large bales up to 270 cm (8'10") long 
can also be baled. Both needle yokes are coupled to the 
knotters in this setting and the knotters are synchronized 
to tie all the knotters at the same time. 

An operator’s dream come true from 
KRONE:
The MultiBale system for KRONE BiG Pack 
large square baler 1270 VFS (XC) with 
 double knotters and Comfort controller. With 
 MultiBale the fi eld is quickly baled and large 
 bales made of small bales can be delivered 
to the customer. The length of the entire bale 
as well as the number of small bales can be 
set conveniently and simply on the terminal 
in the tractor cab. The MultiBale system has 
become a very popular model straight after 
its introduction to the market, because it has 
fi lled a signifi cant need and wish of contrac-
tors and farmers. To make small conventional 
bales from a high output large square baler, to 
reduce costs, time and handling.

MultiBale – An EXCLUSIVE from KRONE
Up to nine single bales in one large bale. The award-winning MultiBale  method 

simplifi es handling. The length of the small bales can be adjusted from 30 cm (1') 

to 135 cm (4'5"). In operating the MultiBale a conventional large bale, up to 270 cm 

(8'10") long can be baled, which contains up to nine smaller bales. The MultiBale  system provides its 

owner with access to a wider customer base and outstanding fl exibility in bale  packages.

BiG Pack HighSpeed   11/13 | 
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BiG Pack 1290 HDP
(High-Density-Press)

  Highest Baling Density – Up to 25% higher bale weights

  Extended bale chamber

  Strong direct drives

  6 double knotters for standard twine

  X-Cut cutting system optional

Flying high
The huge bevel gearbox in combination with the nearly 
600 kg (1,323 lbs) flywheel can cope with more than 
830 kW/1100 hp and efficiently absorbs peak loads on 
the plunger. The slip clutch is arranged in front of the 
flywheel to protect the driveline on the tractor while a 
cam clutch protects the machine’s driveline.

Starting off easy
KRONE offers a hydraulic starting aid for its 1290 HDP 
and 4 x 4 BiG Pack big balers. A hydromotor acceler-
ates the almost 600 kg (1,323 lbs) flywheel to more than 
300 rpm before the tractor pto is engaged – obviously, 
from the cab terminal. 

  | BiG Pack HighSpeed   11/13
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Bales like bricks
HDP (High Density Press) is the all-new,  

innovative solution from KRONE for  

high-density bales. The KRONE  

BiG Pack 1290 HDP with the chamber  

dimensions of 120 x 90 cm (3'11" x 2'11") and an extended bale chamber opens up new 

bale packaging possibilities with its baling density. In comparison to conventional large 

square balers, the large bales of the HDP achieve an increased bale weight up to 25 %.

For highest density: 
The plunger is designed and reinforced for maximum 
strength to withstand the highest loads. Six hydraulic 
cylinders generate the force on the side bale chamber 
doors allowing the operator to make rock solid large 
bales. 

X-Cut: 
The demand for cut straw is increasing. One more 
 reason for optional equipment on the BiG Pack 1290 
HDP X-Cut system with the proven 26-knife cutter the 
number of knives can be selected from 0 to 26. With 
the knives in you will achieve higher bale densities and 
finer cutting which is wish for pig or poultry farmers for 
easier distributing.

The extended bale chamber: 
Straw bales 500 kg (1,102 lbs) in weight, 235 cm (7'9") 
long. The BiG Packs 1290 HDP have proven this result 
several times in straw. The strengthened bale chamber 
with a funnel shape, extended by 80 cm (2'7.5"),  insures 
an increased bale density up to 25 % higher than a 
 typical bale of the same dimensions.

Operator convenience:
The BiG Pack 1290 HDP (XC) is equipped with a 
 standard roller ramp. The chute may be fitted with an 
optional and integral weighing system.

BiG Pack HighSpeed   11/13 | 



32

  Fewer bales per acre

  Faster baling of the field

   Lower transportation costs

  Up to 5 tons higher payload per truck

  Reduction of labor costs

  Smaller storage space needed

Quick payback
Harvesting a crop that yields 4 tons of straw per hec-
tare and producing 500 kg bales rather than 400 kg 
from a traditional big baler, you will reduce the number 
of bales to be collected by two per hectare. Although 

the  machine uses higher quality twine (KRONE recom-
mends the 110 m/kg KRONE Excellent Twine HDP), the 
cost for twine material drop by up to 25 %, courtesy of 
the higher baling density. 

BiG Pack 1290 HDP (XC) 
Up to 25 % more weight per bale

  | BiG Pack HighSpeed   11/13
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Economy:
Operating profits and cost effectiveness of straw baling 
depends very much upon the baling, transportation and 
storage costs. KRONE has the answer with the HDP 
system. With up to 25 % higher bale density you reduce 
the production costs per ton during baling and the stor-
age cost per ton after baling, and transportation costs 
per ton during distribution. The professional market-
ing of straw now has an increased profit potential. The 
KRONE large square baler HDP 1290 (XC) can insure of 
your success. Working hard or working smart!

Highest tonnage on the smallest area:  
Locations and the right areas for storage 
facilities are hard to find plus getting very 
expensive these are decisive factors for 
making profit in professional marketing of 
straw. Because of the high baling density 
you save space with the bales from a BiG 
Pack 1290 HDP. The uniform and sharp-
edged bales can be stacked especially 
well. An additional benefit is that the rock 
solid bales are relatively insensitive to the 
influence of moisture and rain.

With full load: 
Rising fuel prices and highway toll charges increase 
freight costs dramatically. For this reason it is very impor-
tant that a truck with a permissible gross weight of 40 t 
is fully loaded, as the costs remain the same even if the 
payload is not fully utilized. Tests have shown that up to  
5 tons more can be loaded with the HDP bales. The 
 calculation is quite simple: At an unloaded weight of the 
truck of 15.5 t you come to 24.5 tons load with HDP bales 
500 kg (1,102 lbs) in weight, to only 19.5 tons with bales 
400 kg (882 lbs) in weight. 

BiG Pack HighSpeed   11/13 | 
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BiG Pack 4 x 4
The world‘s biggest square bales

   A redesigned pick-up, a larger packer space and a packer 
with up to 50% higher throughput

  Fewer bales per hectare

  Time saving during bale collection

  Reduced costs

  Double knotter for 130 m/kg standard twine

  Optional X-Cut cutting system

BiG Pack 4 x 4
The name spells sheer efficiency
KRONE BiG Pack 4 x 4 – that’s the formula for a huge 
4ft x 4ft baling chamber and a host of innovative details. 
The bigger pre-chamber and the completely redesigned 
EasyFlow pick-up with active drive accelerating roller 
results in throughputs that are unprecedented. The 
massive, high-momentum flywheel and equally mas-
sive gearbox compress the material up to 38 times per 
minute, making rock-hard bales – powerfully and gently 
at the same time. KRONE BiG Pack is the formula for 
sheer efficiency. 

  | BiG Pack HighSpeed   11/13
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The world’s biggest square bales
KRONE BiG Pack 4 x 4 is the ideal machine to get fields cleared quickly and efficiently.  

A 4ft x 4ft baling chamber produces bales of 3.20 m (10'6") in length and 5 m³ in volume – there is 

no other machine that can match this. These massive bales suit farming needs as well as industrial 

 applications. 

The secret lies in the details
The new KRONE BiG Pack 4 x 4 HighSpeed delivers 
dramatically higher throughputs than its predecessor. 
The secret behind this is the 36 % larger feed chamber 
with a brand new VFS Variable Filling System. The four 
packer arms and the feeder arm are now equipped with 
more tines than ever before. 

BiG Pack HighSpeed   11/13 | 

Good technology is surpassed by better technology
KRONE‘s longstanding and well-proven EasyFlow 
pick-up receives an active-drive feed roller to boost 
its performance on BiG Pack 4 x 4. This roller feeds 
the material actively into the machine – just like on the  
BiG X forage harvester. The generously sized roller crop 
guide mounts at a large ground clearance, eliminating 
the risk of material building up on either end of the pick-
up when working in extremely large windrows. 

Good lubrication saves on repairs
Therefore BiG Pack 4 x 4 (and every KRONE BiG Pack)  
has all its grease points taken care of by an auto 
 lubrication system. The only grease points left for 
 manual attention are those on the drive shafts. The 
 reservoir is in easy reach on the yoke on the right side 
of the machine.
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“BiG Pack with variable feed 
system” 
I like the feeding system on the KRONE baler. It 
seems to be more gentle on the hay. The mainte-
nance part of the KRONE baler is very attractive as 
well; the auto lube system greases everything but 
the drivelines. It’s also a very smooth running baler, 
which equates to less wear.

Citation from a driving impression of the German 
agricultural machinery magazine

Krone BiG Pack 1290 HDP:

Rock-hard bales 
HDP stands for High Density and is Krone’s magic for-
mula for baling big, high-density bales. profi  took the 
BiG Pack 1290 HDP model to the fi eld for an exclu-
sive driving impression to fi nd out about the technol-
ogy the North German manufacturer uses to advance 
into dimensions of baling that seemed inconceivable up 
to now. (...) Our highly condensed conclusion: The new 
KRONE BiG Pack HDP is a very intriguing machine for 
those who are into professional straw harvesting and 
transportation. After all, a 25-30% increase in bale den-
sity is a word (and obviously means fewer bales, too). 
With this in mind, the 25% price premium over a regular 
BiG Pack model as well as the higher input requirement 
are really “peanuts” in view of the fact that higher-den-
sity bales allow for added truck loads of 5 to 6 tonnes 
– quite an advantage in times of toll roads and rising 
diesel fuel prices.

Citation from profi  10/2005 pp30

Donald Shiermeier, Fairfi eld, Idaho (USA)
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Ton Verschoor, NL
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High-density and just right 
for transport
“As a straw harvesting and transport specialist we 
have relied on KRONE-BiG Pack HDP balers for a 
long time. We currently operate eleven BiG Pack 
1290 HDP units. What we really like about these bal-
ers is the fact that they really produce high-density 
bales that will not loose their shapes. Our experience 
is that HDP bales are at least 30 percent heavier 
than those bales we produce with a regular KRONE 

1290 baler. Now, loading 52 bales on one truck, we 
can use truck capacity to full potential, both as to 
weight and volume. This is a huge advantage as we 
transport straw down to Austria and Italy, covering 
distances as large as 600 km. Storage of HDP bales 
is also more efficient. When you stack 12 bales onto 
each other, the bale at the bottom carries a load of 
about 5,500 kg (12,125 lbs). This is no problem for 
a HDP bale, which is firm and solid throughout – in 
the middle, on the corners and along the edges. 
There is no fraying. Another important point is that 
all bales are absolutely identical in size. For example, 
in Southern Europe, straw bales are transported in 
40-feet containers, which are unforgiving about vary-
ing bale sizes. If the bales differ in size, there is no 
chance to attain the target load. All this is no problem 
for KRONE HDP bales, which are all the same size. 
On balance, I’d say, contractors who also take care 
of the straw logistics will find a BiG Pack HDP is pay-
ing off quickly.”
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 Technical Data
BiG Pack

BiG Pack 
HighSpeed  

890

BiG Pack  
HighSpeed 

890 XC

BiG Pack  
HighSpeed 

1270

BiG Pack  
HighSpeed 

1270 XC

BiG Pack  
HighSpeed 

1290

BiG Pack  
HighSpeed  

1290 XC

BiG Pack  
HighSpeed 
1290 HDP

BiG Pack  
HighSpeed 

1290 HDP XC

BiG Pack  
4 x 4

BiG Pack  
4 x 4 XC

Chamber width & height approx. mm 800 x 900 

(2'7.5" x 2'11")

800 x 900 

(2'7.5" x 2'11")

1,200 x 700 

(3'11" x 2'4")

1,200 x 700 

(3'11" x 2'4")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 1,300 

(3'11" x 4'3")

1,200 x 1,300 

(3'11" x 4'3")
Bale length  approx. mm 1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

Power requirement from kW/HP 90 / 122 95 / 130 93 / 127 100 / 136 105 / 143 112 / 152 140 / 190 147 / 190 135 / 184 140 / 190

Pick-up working width DIN  approx. mm 1,950 (6'5") 1,950 (6'5") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9")

Length in transport position approx. mm 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 8,850 (29') 8,850 (29') 9,060 (29'9") 9,060 (29'9")

Length in working position  approx. mm 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,940 (32'7") 9,940 (32'7") 10,850 (35'7") 10,850 (35'7")

Height approx. mm 3,075 (10'1") 3,075 (10'1") 2,875 (9'5") 2,875 (9'5") 3,075 (10'1") 3,075 (10'1") 3,110 (10'2") 3,110 (10'2") 3,600 (11'10") 3,600 (11'10")

Width approx. mm 2,550 (8'4") 2,550 (8'4") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10")

Weight approx. kg (lbs) 6,580 (14,506) 7,480 (16,490) 7,240 (15,961) 8,430 (18,585) 7,860 (17,328) 9,050 (19,952) 10,200 (22,487) 11,500 (25,353) 11,150 (24,581) 12,350 (27,227)

Tires single axle 40 km/h (25 mph) 710/45-22.5 162 A8 – – – – – – – – –

Tires tandem axle 50 km/h (31 mph) 

 

500/500-17 / 14 PR 

550/45 22.5 16 PR 

620/40 R22.5 148 D

500/500-17 / 14 PR 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

– 

620/40 R22.5 148 D

– 

– 

620/40 R22.5 148 D

Brakes*
2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

String Storage rolls 32 32 32 32 32 32 32 32 32 32

Single knotter – – standard standard – – – – – –

Double knotter standard standard optional optional standard standard standard standard standard standard

Knives max. – 16 – 26 – 26 – 26 – 26

Minimum cutting length mm – 44 (1.7") – 44 (1.7") – 44 (1.7") – 44 (1.7") – 44 (1.7")

Stroke length mm 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 800 (2'7.5") 800 (2'7.5")

Ram strokes per minute 50 50 45 45 45 45 45 45 38 38

PTO shaft
Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

All specifications, weights and dimensions do not necessarily comply with standard specifications and are therefore not binding.

Service is the first order at KRONE.
Our global distributors and dealers are trained regularly and informed about all innovations, maintenance and service mat-
ters. KRONE’s international factory training and engineering team visits customers all over the world. They have one goal: 
to keep improving the most innovative baler in the world. WE LISTEN TO OUR CUSTOMERS. As a customer we know you 
won’t tolerate downtime causing your harvesting train to stop. Every minute is important. KRONE operates a total of over 
2,100 spare parts stores worldwide. Every dealer or distributor can be supplied with spare parts within hours, keeping you in 
the field. Look for the KRONE dealer or distributor in your area.
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* Country-specific also available with hydraulic brakes
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BiG Pack

BiG Pack 
HighSpeed  

890

BiG Pack  
HighSpeed 

890 XC

BiG Pack  
HighSpeed 

1270

BiG Pack  
HighSpeed 

1270 XC

BiG Pack  
HighSpeed 

1290

BiG Pack  
HighSpeed  

1290 XC

BiG Pack  
HighSpeed 
1290 HDP

BiG Pack  
HighSpeed 

1290 HDP XC

BiG Pack  
4 x 4

BiG Pack  
4 x 4 XC

Chamber width & height approx. mm 800 x 900 

(2'7.5" x 2'11")

800 x 900 

(2'7.5" x 2'11")

1,200 x 700 

(3'11" x 2'4")

1,200 x 700 

(3'11" x 2'4")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 900 

(3'11" x 2'11")

1,200 x 1,300 

(3'11" x 4'3")

1,200 x 1,300 

(3'11" x 4'3")
Bale length  approx. mm 1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 2,700 

(3'3"- 8'10")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

1,000 - 3,200 

(3'3"- 10'6")

Power requirement from kW/HP 90 / 122 95 / 130 93 / 127 100 / 136 105 / 143 112 / 152 140 / 190 147 / 190 135 / 184 140 / 190

Pick-up working width DIN  approx. mm 1,950 (6'5") 1,950 (6'5") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9") 2,350 (7'9")

Length in transport position approx. mm 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 7,930 (26') 8,850 (29') 8,850 (29') 9,060 (29'9") 9,060 (29'9")

Length in working position  approx. mm 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,180 (30'1") 9,940 (32'7") 9,940 (32'7") 10,850 (35'7") 10,850 (35'7")

Height approx. mm 3,075 (10'1") 3,075 (10'1") 2,875 (9'5") 2,875 (9'5") 3,075 (10'1") 3,075 (10'1") 3,110 (10'2") 3,110 (10'2") 3,600 (11'10") 3,600 (11'10")

Width approx. mm 2,550 (8'4") 2,550 (8'4") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10") 2,995 (9'10")

Weight approx. kg (lbs) 6,580 (14,506) 7,480 (16,490) 7,240 (15,961) 8,430 (18,585) 7,860 (17,328) 9,050 (19,952) 10,200 (22,487) 11,500 (25,353) 11,150 (24,581) 12,350 (27,227)

Tires single axle 40 km/h (25 mph) 710/45-22.5 162 A8 – – – – – – – – –

Tires tandem axle 50 km/h (31 mph) 

 

500/500-17 / 14 PR 

550/45 22.5 16 PR 

620/40 R22.5 148 D

500/500-17 / 14 PR 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

550/45 22.5 16 PR 

620/40 R22.5 148 D

– 

– 

620/40 R22.5 148 D

– 

– 

620/40 R22.5 148 D

Brakes*
2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

2-circuit 

compressed air*

String Storage rolls 32 32 32 32 32 32 32 32 32 32

Single knotter – – standard standard – – – – – –

Double knotter standard standard optional optional standard standard standard standard standard standard

Knives max. – 16 – 26 – 26 – 26 – 26

Minimum cutting length mm – 44 (1.7") – 44 (1.7") – 44 (1.7") – 44 (1.7") – 44 (1.7")

Stroke length mm 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 750 (2'5.5") 800 (2'7.5") 800 (2'7.5")

Ram strokes per minute 50 50 45 45 45 45 45 45 38 38

PTO shaft
Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

Wide angle with 

 overrun clutch

The beauty of a low price fades when low parts quality stops your 
harvest chain.
Low parts prices are a strong temptation. The convincing story about good 
quality from the spare parts dealer around the corner often proves to be a 
fairy tale. Reports in professional journals have proven that quality tested 
by the manufacturer lasts longer and functions more safely. Do not compro-
mise. Trust KRONE original spare parts. 

BiG Pack HighSpeed   11/13 | 



 Maschinenfabrik Bernard KRONE GmbH

Heinrich-Krone-Straße 10
D-48480 Spelle

Telefon: +49 (0) 5977.935-0
Telefax: +49 (0) 5977.935-339

info.ldm@krone.de
www.krone.de

Your KRONE dealer

News
Click here to fi nd up-to-the minute information about KRONE – 

from new product presentations to show reviews. Here you are 

at the pulse of KRONE life. 

 

Products
Find extensive information on our full product range. This section 

holds everything you need – from video clips to manuals. 

 

Sales organisation
Here you fi nd a distributor in Japan as well as your local KRONE 

dealer who will be pleased to support you. This is where you fi nd 

your KRONE partner who will be pleased to assist you.

 

Jobs
Would you like to join our company? KRONE is often looking 

for diligent and motivated staff to work at our farm machinery 

 factory as well as at our commercial trailer production plant. So, 

this section is always worth a visit.

Media center
The KRONE ‘database’ holds thousands of documents,  pictures, 

test reports and much more. Here you fi nd very detailed 

 information on KRONE products that are of special interest to 

you.

Events
Are you in for a KRONE live experience? Check out for KRONE 

events and look at a machine on show or watch it during a 

 demonstration. After all, there is little that is more effective than 

a hands-on experience.

Service
Here you fi nd all the service information you require – from 

a point of contact at the factory to fi nance schemes for your 

KRONE machine as well as training schemes for staff and users.

Download Center
Are you looking for a KRONE calendar for your desktop or a 

smart picture for your presentation? Here, at the KRONE 

 download center, you will fi nd plenty of useful material for a wide 

range of projects.   

 

Used Machinery
KRONE often has a wide range of demonstration or exhibit 

 machinery on offer. This is a good site to fi nd your KRONE 

 machine. Then contact your local KRONE dealer to arrange the 

details of a potential purchase.

 

Parts
24 / 7... This service gives you the opportunity to fi nd your 

KRONE part at any time and without waiting. The KRONE Agro-

parts Portal has an article number and exact description for 

every part. You can order the part instantly at your local KRONE 

dealer by sending an e-mail to Agroparts.

KRONE shop
Are you looking for a gift or are you a collector of farm models? 

Then you should defi nitely shop around at our KRONE shop. We 

take your orders at any time of the day.

Discover the world at KRONE and browse through our website pages 
to fi nd facts and fi gures and also new developments plus a wide range 
of services. Explore our website and fi nd out how versatile the KRONE 
world is.
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